SIEMENS

Data sheet 6ES7138-4FB04-0AB0

EcoTech

*** Spare part *** SIMATIC DP, Electronics module for ET 200S, 4 F-DO
PROFIsafe, 24 V DC/2 A, 30 mm overall width, up to PL E (ISO 13849), up to SIL 3
(IEC 61508), can also be used in PROFINET configuration with IM 151-3 HF

Supply voltage
e Rated value (DC) 24V
e Reverse polarity protection No

From load voltage L+ (no load), typ. 100 mA
from backplane bus 3.3 V DC, max. 28 mA
Power loss

Power loss, typ. 35W

Type of digital output Transistor
Number of digital outputs 4

Short-circuit protection Yes

Limitation of inductive shutdown voltage to Typ. (2L+) -47 V
Controlling a digital input No

e on lamp load, max. 10W

e lower limit 12Q
e upper limit 1kQ

o for signal "1", min. L+ (-2,0 V), current sourcing switch: L+ (-1,5 V), voltage drop on current sinking
switch: max. 0.5 V

e for signal "1" rated value 2A

e for signal "1" permissible range, min. 20 mA

o for signal "1" permissible range, max. 24A

e for signal "0" residual current, max. 0.5 mA; Current-sourcing and current-sinking switches

e for uprating No
e for redundant control of a load No

e with resistive load, max. 30 Hz; Symmetrical
e with inductive load, max. 0.1 Hz; Symmetrical
e on lamp load, max. 10 Hz; Symmetrical
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e Current per module, max. 6 A

horizontal installation

— up to 40 °C, max. 6 A
— up to 55 °C, max. 5A
— up to 60 °C, max. 4 A
vertical installation
— up to 40 °C, max. 4 A
Ccablelengh
e shielded, max. 500 m
e unshielded, max. 500 m

Interrupts/diagnostics/status information

Diagnostics function Yes

e Wire break Yes
e Short-circuit Yes

e Group error SF (red) Yes
e Status indicator digital output (green) Yes
Potential separation

e between the channels No
e between the channels and backplane bus Yes
e Between the channels and load voltage L+ No

Standards, approvals, certificates

e acc. to EN 954 4
e Performance level according to ISO 13849-1 PLe
e SIL acc. to IEC 61508 SIL 3
Dimensions |
Width 30 mm
Height 81 mm
Depth 52 mm
weghts |
Weight, approx. 85¢g
Version Classification
eClass 16 27-24-26-04
eClass 14 27-24-26-04
eClass 12 27-24-26-04
eClass 9.1 27-24-26-04
eClass 9 27-24-26-04
eClass 8 27-24-26-04
eClass 71 27-24-26-04
eClass 6 27-24-26-04
ETIM 10 EC001599
ETIM O EC001599
ETIM 8 EC001599
ETIM 7 EC001599
IDEA 4 3566
UNSPSC 15 32-15-17-05

Approvals / Certificates

General Product Approval

6ES71384FB040ABO Subject to change without notice
Page 2/3 71912026 © Copyright Modulplc



EG-Konf,

e

Test Certificates other

Special Test Certific- Miscellaneous Miscellaneous = Confirmation Miscellaneous
ate .iﬂ: [n]n ] ‘IFE'

Dangerous goods Environment

Transport Information Environmental Con- Environmental Con-

firmations firmations . L
Siemens

EcoTech EPD

last modified: 711712025 &

6ES71384FB040ABO Subject to change without notice
Page 3/3 7/9/2026 © Copyright Modulplc


https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0
https://www.modulplc.com/?s=6ES7138-4FB04-0AB0

